
Truck Service Summary – Unit U13570
2018 Hino 258ALP Flatbed

Inspection & Preparation

• Completed multi point PM inspection

• Topped off all fluids 
• Greased chassis

• Completed ECM download

Mechanical Repairs

• Replaced A/C control switch
• Checked cruise control system

• Tightened loose A/C V-belt

Electrical & Lighting

• Removed broken dashcam system
• Completed electrical cleanup

• No lighting repairs noted

Cab & Interior

• Made extra key for truck

• Replaced red/yellow MV3 knobs
• Replaced extinguisher pin tie

• Removed L/S step boot brush

Exterior & Visibility

• Replaced license plate frames

• Installed Charter mudflaps
• Replaced both wiper blades

• Painted rusty steps/brackets

Add-Ons & General Service

• interior & exterior wash/detailing completed

• Added mudflap reflector plates

Additional Work Performed

• Replaced oil pan plug gasket

• 
• 

Final Service

• Passed CTC requirement

• Verified prep items complete
• Returned unit sale-ready

Vehicle Details

• VIN: 5PVNJ8JLXJ4S52018

• Mileage: 168,971 miles
• Vehicle: 2018 Hino 258ALP

• Flatbed body 

Summary

U13570 received PM inspection/prep, A/C controls, cab hardware, wipers, mudflaps, detail work, and final 

CTC verification to support a clean, sale-ready presentation.
Eliminate downtime. If the wheels aren't turning, you're not earning.

Total Reconditioning Investment: $3,294.18
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  VIN 5PVNJ8JLXJ4S52018
  Vehicle Make Hino

  Model 238/258/268 (Conventional)

  Series

  Model Year 2018

  Unit Number

Vehicle Components

Component Description Serial Number Software Version Network

Engine Control
Module

Hino J08E-VB/WU 7.6L Diesel VBD1/4037 039063C2 HSCAN

Vehicle Control
System

Vehicle Control System N/A N/A KWP2000

Doser Control Unit Doser Control Unit HE79500016 C5D8A2D0 HSCAN

Vehicle Key Data Points

Description Parameter Value Description Parameter Value

Engine Coolant Temp 183.20 °F Intake Air Temp 111.20 °F

Manifold Pressure 14.60 psi Mass Air Flow Rate 0.00 lb/min

Malfunction Indicator Lamp Off Engine RPM 0.00

No Active Faults

Status Component Lookup Code Description
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